
T E C H N I C A L  D A T A S H E E T

B A L L  V A L V E S

2-Piece Full Bore Ball Valve, 
Flanged Class 150 with ISO 
Mounting Pad
2 Piece Ball Valve Stainless Steel — Flanged

C L A S S  1 5 0 A N S I  B  1 6.5 A N S I  B  1 6.1 0 A N S I  B  1 6.3 4 I S O  5 2 1 1

A AV S

Lockable, Stainless Steel Body and Solid Ball, PTFE Seat, Flanged Class 
150, with ISO Mounting Pad. Fire Safe available on request

P R E S S U R E  R A T I N G

ANSI Class 150/300
S I Z E  R A N G E

DN25–DN200
O P E R A T I O N

Lever operated; ISO 5211 mounting 
pad for actuation

Specification
Flanged to ANSI B16.5; face-to-face ANSI B16.10; wall 
thickness ANSI B16.34

ANSI Class 150/300

Investment-cast body Blow-out-proof stem; full bore

PTFE seats and packing ISO 5211 mounting pad for direct actuation

Materials of construction
C O M P O N E N T  ·  M AT E R I A L  G R A D E

I T E M P A R T M AT E R I A L

1 Handle ASTM A36 (A536)

2 Stop Plate ASTM A276 - 316

3 Gland ASTM A351-CF8

4 Screw Stainless Steel - Grd 304

5 Packing PTFE

6 Gasket PTFE

7 Nut Stainless Steel - Grd 304

8 Ball Stainless Steel - Grd 316
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9 Seat PTFE

10 Gasket PTFE

11 Body Stainless Steel - Grd 316

Dimensions
D I M E N S I O N S  I N  M M  U N L E S S  S TAT E D

D N L  ( C L A S S  1 5 0 ) L  ( C L A S S  3 0 0 ) H W S H . S Q T O R Q U E  N - M M A S S  ( K G )

15 108 140 73 130 11 4 2.5

20 117 153 76 130 11 4 3

25 127 165 86 160 14 10 4.5

32 140 178 91 160 14 20 5.7

40 165 190 119 205 17 20 7

50 178 216 127 205 17 40 10

65 190 241 136 325 17 55 14

80 203 282 164 325 22 80 18

100 229 305 178 325 22 120 26

150 394 — 240 540 26 227 57

200 457 502 310 700 27 — 93

250 533 568 325 800 27 — 147

300 620 648 365 900 27 — —

Note: '—' = value on request.
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Range
A V A I L A B L E  C O N F I G U R AT I O N S  ·  F U L L  S P E C  O N  R E Q U E S T

S T O C K  C O D E S I Z E P N M AT E R I A L

BBVSS2CP025 DN25 Class 150 SS316/CF8M

BBVSS2PC032 DN32 Class 150 SS316/CF8M

BBVSS2PC040 DN40 Class 150 SS316/CF8M

BBVSS2PC050 DN50 Class 150 SS316/CF8M

BBVSS2PC065 DN65 Class 150 SS316/CF8M

BBVSS2PC080 DN80 Class 150 SS316/CF8M

BBVSS2PC100 DN100 Class 150 SS316/CF8M

BBVSS2PC125 DN125 Class 150 SS316/CF8M

BBVSS2PC150 DN150 Class 150 SS316/CF8M

BBVSS2PC200 DN200 Class 150 SS316/CF8M

AAVS— Absolute Actuator & Valve Sales · Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
sales@aavs.co.za · +27 81 477 3099 · +27 81 538 6529 · aavs.co.za

3 / 3


