
T E C H N I C A L  D A T A S H E E T

B U T T E R F L Y  V A L V E S

Butterfly Valve Wafer Type FM 
and UL Approved

F M  A N D  U L  A P P R OV E D A AV S

Wafer Butterfly Valve, Gearbox Operated, Monitored, FM and UL 
Approved, 300psi.

S I Z E  R A N G E

DN50–DN300

Full technical specification for this product, covering materials of construction, dimensions and standards 
compliance, is available on request. Contact sales@aavs.co.za and quote the stock code(s) below.

Range
A V A I L A B L E  C O N F I G U R AT I O N S  ·  F U L L  S P E C  O N  R E Q U E S T

S T O C K  C O D E S I Z E O P E R AT I O N

BVDIN/FM/UL050 50mm Gearbox Operated

BVDIN/FM/UL065 65mm Gearbox Operated

BVDIN/FM/UL080 80mm Gearbox Operated

BVDIN/FM/UL100 100mm Gearbox Operated

BVDIN/FM/UL125 125mm Gearbox Operated

BVDIN/FM/UL150 150mm Gearbox Operated

BVDIN/FM/UL200 200mm Gearbox Operated

BVDIN/FM/UL250 250mm Gearbox Operated

BVDIN/FM/UL300 300mm Gearbox Operated

AAVS— Absolute Actuator & Valve Sales · Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
sales@aavs.co.za · +27 81 477 3099 · +27 81 538 6529 · aavs.co.za
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