
T E C H N I C A L  D A T A S H E E T

G A T E  V A L V E S

Flanged Resilient Seated Gate 
Valve
Resilient Seal Gate Valve – Flanged PN16 – SANS 664

S A B S  6 6 4 S A N S  6 6 4 B S 4 5 0 4 S A N S  1 1 2 3 S A N S  6 6 5 A AV S

Non-rising spindle, fusion-bonded epoxy powder coated, EPDM 
rubber-lined SGI gate. Drilled BS4504 (T10/T16) or BS10 (TD/Blank). 
Right- or left-hand closing. SABS 665 pattern — check data sheet. 
DN600 supplied complete with gearbox.

P R E S S U R E  R A T I N G

PN16
S I Z E  R A N G E

DN50–DN600
C O A T I N G

FBE 250 Micron Min. 
(Signal Blue)

O P E R A T I O N

Cap top, hand wheel or 
gearbox operated

Specification
Designed to SANS 664; non-rising spindle (rising 
spindle on request)

SG iron gate, fully EPDM-encapsulated; NBR on request

Fusion-bonded epoxy powder coating Flanges drilled BS4504, SANS 1123, or supplied blank

Specify right- or left-hand closing at order Cap top, handwheel or gearbox operation

PN25 rating available — see the PN25 variant

Materials of construction
C O M P O N E N T  ·  M AT E R I A L  G R A D E

I T E M P A R T M AT E R I A L

1 Cap Top SG Iron - Grd 420/12

2 Bonnet SG Iron - Grd 420/12

3 Cap Screws HT Steel Grd 8.8 / SS - Grd 304

4 Bonnet Gasket O Ring Type - Protects bolts against corrosion

5 Spindle Stainless Steel - Grd 410 / 304

6 Gate Nut Brass

7 Gate SG Iron EPDM / NBR Totally Encapsulated

8 Body SG Iron - Grd 420/12

9 Circlip Stainless Steel - Grd 410
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10 O-Ring Nitrile Rubber - NBR

11 Seal Nylon

12 Bolt SS - Grd 304/316 / HT Steel Grd 8.8

13 Dust Wiper Seal Nitrile Rubber - NBR

14 Gland Housing Brass

15 Washer Brass

16 Coating FBE 250 Micron Min. (Signal Blue)

Dimensions
D I M E N S I O N S  I N  M M  U N L E S S  S TAT E D

D N P N 1 6  -  L D H M I N  -  B M A S S  ( K G )

50 216 165 210 19 12

80 229 200 260 19 17

100 254 220 290 19 21

150 280 285 380 20 36

200 317 340 445 20 56

250 356 405 555 22 90

300 380 460 620 25 119

350 470 520 760 27 193

400 470 580 840 28 246

450 485 640 1080 30 328

500 510 715 1228 32 414

600 (665 F/F) 508 840 1410 36 617

Note: DN600 face-to-face follows the 665 standard.
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Range
A V A I L A B L E  C O N F I G U R AT I O N S  ·  F U L L  S P E C  O N  R E Q U E S T

S T O C K  C O D E S I Z E P N O P E R AT I O N

RSV050RHC DN50 PN16 —

RSV050RHC DN50 PN25 —

RSV080RHC DN80 PN16 —

RSV080RHC DN80 PN25 —

RSV100RHC DN100 PN16 —

RSV100RHC DN100 PN25 —

RSV150RHC DN150 PN16 —

RSV150RHC DN150 PN25 —

RSV200RHC DN200 PN16 —

RSV200RHC DN200 PN25 —

RSV250RHC DN250 PN16 —

RSV250RHC DN250 PN25 —

RSV300RHC DN300 PN16 —

RSV300RHC DN300 PN25 —

RSV350RHC DN350 PN16 —

RSV350RHC DN350 PN25 —

RSV400RHC DN400 PN16 —

RSV450RHC DN450 PN16 —

RSV500RHC DN500 PN16 —

RSV600RHC DN600 PN16 c/w gearbox
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