
T E C H N I C A L  D A T A S H E E T

G A T E  V A L V E S

Plain End Resilient Seated 
Gate Valve
Resilient Seal Gate Valve – Spigot-Ended – SANS 664

S A N S  6 6 4 A AV S

Plain-end resilient seated gate valve. Non-rising spindle, 
fusion-bonded epoxy powder coated, EPDM rubber-lined SGI gate. 
Right- or left-hand closing.

P R E S S U R E  R A T I N G

PN16
S I Z E  R A N G E

DN50–DN250
C O A T I N G

Fusion Bonded Epoxy 
Powder coated / Epoxy 
Coated

O P E R A T I O N

Cap Top or Hand Wheel 
Operated

Specification
Plain-end connection Designed to SANS 664

Non-rising spindle SG iron gate, fully EPDM-encapsulated; NBR on request

Fusion-bonded epoxy powder coated / epoxy coated Specify right- or left-hand closing at order

Cap top or handwheel operation

Materials of construction
C O M P O N E N T  ·  M AT E R I A L  G R A D E

I T E M P A R T M AT E R I A L

1 Cap Top SG Iron - Grd 420/12

2 Bonnet SG Iron - Grd 420/12

3 Cap Screws SS - Grd 304 / 316 HT Steel

4 Bonnet Gasket Nitrile Rubber - NBR

5 Spindle Stainless Steel - Grd 410

6 Gate Nut Brass

7 Rubber Gate SG Iron / EPDM / NBR Totally Encapsulated

8 Body SG Iron - Grd 420/12 - FBE Coated

9 Circlip Stainless Steel - Grd 410
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10 O-Ring Nitrile Rubber - NBR x 2

11 Seal Nylon

12 Bolt SS - Grd 304 / 316 / HT Steel Grd 8.8

13 Dust Wiper Seal Nitrile Rubber - NBR

14 Gland Housing Brass

15 Washer Brass

Dimensions
D I M E N S I O N S  I N  M M  U N L E S S  S TAT E D

D N A B L H M A S S  ( K G )

50 69 70 254 210 7

80 95 75 280 260 11

100 122 75 305 290 15

150 177 85 362 380 30

200 232 90 420 445 51

250 286 100 470 555 78

300 345 100 520 620 130

AAVS— Absolute Actuator & Valve Sales · Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
sales@aavs.co.za · +27 81 477 3099 · +27 81 538 6529 · aavs.co.za

2 / 3



Range
A V A I L A B L E  C O N F I G U R AT I O N S  ·  F U L L  S P E C  O N  R E Q U E S T

S T O C K  C O D E S I Z E

RSVPE050RHC DN50

RSVPE080RHC DN80

RSVPE100RHC DN100

RSVPE150RHC DN150

RSVPE200RHC DN200

RSVPE250RHC DN250
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