
T E C H N I C A L  D A T A S H E E T

F I R E  H Y D R A N T S

Right Angle Above Ground Fire 
Hydrant
Standard Above Ground Fire Hydrant

S A B S  1 1 2 8 A AV S

Right Angle Above Ground Fire Hydrant (Tamper Proof). Per-size HW 
(handwheel) accessory column omitted.

P R E S S U R E  R A T I N G

Working Pressure: 20 Bar
S I Z E  R A N G E

DN80–DN100
C O A T I N G

Epoxy Coated (hand wheel 
and body)

O P E R A T I O N

Available with cap top or 
hand wheel; Handles and 
'T'-Keys are available

Specification
80 mm hydrant to SABS 1128 with single or double 
instantaneous lug

Inlet: 80 mm male BSP thread

Outlet: 65 mm female instantaneous, single or double 
lug

Flow rate in excess of 1 200 L/min (SABS 1128)

SG iron body; 13% chrome stainless steel spindle, 16 mm 
square (SABS 1128)

EPDM-encapsulated SG iron gate

Cap top or handwheel; handles and T-keys available Working pressure 20 bar

Weight 5 kg

Materials of construction
C O M P O N E N T  ·  M AT E R I A L  G R A D E

I T E M P A R T M AT E R I A L

1 Instantaneous Cap Nylon & Plastic

2 Pull Lug Cap Screw Nickel Plated Mild Steel

3 Pull Lug Spring Spring Steel

4 Catch Lug Nickel Plated Ductile Iron

5 Grub Screw Passivated Steel

6 Seal EPDM

7 Hand Wheel Ductile Iron, Epoxy Coated
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8 Bonnet Ductile Iron

9 Spindle O-Ring EPDM / NBR

10 Bonnet O-Ring EPDM / NBR

11 Spindle Stainless Steel - Grd. 410

12 Gate Ductile Iron EPDM totally encapsulated

13 Body Ductile Iron, Epoxy Coated

Note: Storz-outlet version: see Above Ground Fire Hydrant with Storz Outlet specification (100mm Storz).
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Range
A V A I L A B L E  C O N F I G U R AT I O N S  ·  F U L L  S P E C  O N  R E Q U E S T

S T O C K  C O D E S I Z E P N M AT E R I A L

UAFH-RA2-080 80mm — Standard Single Lug Tamper 
Proof

UAFH-RAD2-080 80mm — Standard Double Lug Tamper 
Proof

UAFH-RAD-080 80mm — Shouldered Double Lug Tamper 
Proof

UAFHF-RA-080 80mm — Flanged Mounted Fire Hydrant 
Single Lug

UAFH-RAB-080 80mm — Brass Single Lug Fire Hydrant - 
Handwheel

UAFU-RABTP-080 80mm — Brass Single Lug Fire Hydrant - 
Tamper Proof

UAFH-RAD3-080 80mm PN25 Full SS304 Double Lug Fire 
Hydrant with T-Key

UAFHS-RA-100 100mm — Storze 100mm Hydrant
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