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Shouldered Resilient Seated
Gate Valve - Rising Spindle

Resilient Seal Gate Valve — Shouldered PN16

| SANS 815-1:2010 | | SANS 665 | AAVS

TECHNICAL DATASHEET

AAVS Resilient Seated Gate Valve, Rising Spindle, Shouldered.

PN 16 - 1600kPa (Working DN50-DN250
Pressure)

Specification

= Shouldered ends to SANS 815-1:2010; grooved sizes
available

= SG iron gate, NBR-encapsulated

= Handwheel operation

= Working pressure PN16 (1600 kPa)

Fusion Bonded Epoxy - 250 Hand Wheel Operated
Microns DFT

= Rising or non-rising spindle

Right-hand closing
= Fusion-bonded epoxy, 250 um DFT

= Seat test pressure 1760 kPa; body test pressure 3 200

kPa
Materials of construction
PART MATERIAL
Body SG Iron - Grd 420/12
Gate SG Iron - Grd 420/12 / NBR
Spindle Stainless Steel - Grd 410
Stem Nut Copper Alloy
O-Ring Seals NBR
Cap Screws HT Steel - Grd 8.8
Bonnet SG Iron - Grd 420/12
Gland Seal NBR O-Ring
Cover SG Iron - Grd 420/12
Yoke SG Iron - Grd 420/12

AAVS— Absolute Actuator & Valve Sales - Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
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Bush SG Iron - Grd 420/12

Spindle Nut Copper Alloy

Hand Wheel SG Iron - Grd 420/12

Bush Nut SG Iron - Grd 420/12

Dimensions

DIMENSIONS IN MM UNLESS STATED

DN F/F 665 F/F SHORT MASS (KG)
50 178 10 8
80 203 125 20
100 229 142 16
150 267 200 29
200 292 270 55
250 330 330 120

AAVS— Absolute Actuator & Valve Sales - Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
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AVAILABLE CONFIGURATIONS - FULL SPEC ON REQUEST

STOCK CODE SIZE
RSVR-SHOUL-050 50mm
RSVR-SHOUL-080 80mm
RSVR-SHOUL-100 100mm
RSVR-SHOUL-150 150mm
RSVR-SHOUL-200 200mm
RSVR-SHOUL-250 250mm

AAVS— Absolute Actuator & Valve Sales - Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
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