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FIRE HYDRANTS

Underground Fire Hydrants

Underground Fire Hydrant

SABS 1128 AAVS

AAVS Underground Fire Hydrants, tamper proof. Bayonet, London
Round, London Vee, and Top Access (London Round / London Vee)

variants.

PRESSURE RATING SIZE RANGE OPERATION

PN 20 Bar Rated (Working Pressure: DN80 Right hand or Left Hand Closing
20 bar)

Specification

= Tamper-proof design = Qutlets: bayonet, London round or London vee

= DN8O inlet = Right- or left-hand closing

= Working pressure 20 bar = Flow rate in excess of 1200 L/min (SABS 1128)

= EPDM-encapsulated ductile iron gate; spherical seating = Weight 9 kg
face closes drip-tight at low torque

Materials of construction

COMPONENT - MATERIAL GRADE

ITEM PART MATERIAL

1 Cap Top SG Iron - Grd 420/12

2 Cap Top Pin Stainless Steel - Grd 316
8 Bush Brass - DZR

4 O-Ring Brass - DZR

5| Thrust Collar Brass - DZR

6 Rubber Encapsulated Gate SG Iron / EPDM / NBR

7 Body SG Iron - Grd 420/12

8 Seat Nickel Plated Ductile Iron
9 Thrust Washer Nylon

10 O-Ring NBR

AAVS— Absolute Actuator & Valve Sales - Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
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" Dust Cap NBR

12 Thrust Collar Brass - DZR
13 O-Ring NBR
14 O-Ring NBR

Note: Outlet types: Bayonet, London Round, London Vee. Top-access version: see Top Access Underground Fire Hydrant specification (FBE-coated
seat and body).

AAVS— Absolute Actuator & Valve Sales - Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
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AVAILABLE CONFIGURATIONS - FULL SPEC ON REQUEST

STOCK CODE SIZE MATERIAL

UFH-BAY 80mm Bayonet Tamper proof
UFH-LR 80mm London Round Tamper proof
UFH-LV 80mm London Vee Tamper proof
UFH-TA-LR 80mm Top Access London Round
UFH-TA-LR 80mm Top Access London Vee

AAVS— Absolute Actuator & Valve Sales - Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
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