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3~ e varve saves
Viton (X7) /EPDM & NBR Liner

Viton (X7) Working Temp -23C to +294C; EPDM & NBR Spare Liner
(EPDM -50C to +135C, NBR -40C to +93C)

DN50-DN400

Full technical specification for this product, covering materials of construction, dimensions and standards
compliance, is available on request. Contact sales@aavs.co.za and quote the stock code(s) below.

Range

STOCK CODE SIZE MATERIAL
LVITO50 50mm Viton (X7)
LEPDMO50 50mm EPDM/NBR
LVITO65 65mm Viton (X7)
LEPDMO065 65mm EPDM/NBR
LVITO80 80mm Viton (X7)
LEPDMO080 80mm EPDM/NBR
LVIT100 100mm Viton (X7)
LEPDM100 100mm EPDM/NBR
LVIT125 125mm Viton (X7)
LEPDM125 125mm EPDM/NBR
LVIT150 150mm Viton (X7)
LEPDM150 150mm EPDM/NBR
LVIT200 200mm Viton (X7)
LEPDM200 200mm EPDM/NBR
LVIT250 250mm Viton (X7)

AAVS— Absolute Actuator & Valve Sales - Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
sales@aavs.co.za - +27 81477 3099 - +27 81538 6529 - aavs.co.za



LEPDM250 250mm EPDM/NBR

LVIT300 300mm Viton (X7)
LEPDM300 300mm EPDM/NBR
LVIT350 350mm Viton (X7)
LEPDM350 350mm EPDM/NBR
LVIT400 400mm Viton (X7)
LEPDM400 400mm EPDM/NBR

AAVS— Absolute Actuator & Valve Sales - Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
sales@aavs.co.za - +27 81477 3099 - +27 81538 6529 - aavs.co.za



