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Worx Flanged Type Knife Gate
Valve, WCB Body, Replaceable
Natural Rubber Sleeves, PN10

Knife Gate Valve Flanged High Performance

PN10 AAVS

Worx Flanged Type Knife Gate Valve, SG Iron Body, Replaceable
Natural Rubber Sleeve. Priced by operation (Bareshaft / Handwheel
Operated / Pneumatic Operated).

PN10 DN80-DN400 Hand Wheel Operated; Actuation on
request; Gearbox on request

Specification
= Flanged, bi-directional = Replaceable natural-rubber sleeves
= Double-seat design for highly abrasive slurry duty = Handles wet and dry media

= Handwheel operation; gearbox or actuation on request

Materials of construction

ITEM PART MATERIAL

1 Spindle Cover Mild Steel

2 Hand Wheel SG Iron - GRD 420/12

8 Brass Yoke Nut DZR Brass

4 Bearing Housing SG Iron - GRD 420/12

5 Yoke Plate Mild Steel - Epoxy Coated
6 Spindle Stainless Steel - GRD 410
7 Gland Packing Graphite

8 Gate Stainless Steel - GRD 304
9 Replaceable Rubber Sleeve NBR / Natural Rubber

AAVS— Absolute Actuator & Valve Sales - Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
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Dimensions

DIMENSIONS IN MM UNLESS STATED

DN

80

100

150

200

250

300

350
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A
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SG Iron - GRD 420/12 / WCB

200

220

285

340

395

445

505

565

75

98
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200

250

295

348

378

MASS (KG)

25

32

55

88

98

130

186

248

AAVS— Absolute Actuator & Valve Sales - Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
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AVAILABLE CONFIGURATIONS - FULL SPEC ON REQUEST

STOCK CODE SIZE PN OPERATION
KGVFLO80 DN80 PN10 Bareshaft
KGVFL080 DN80 PN10 Handwheel Operated
KGVFL080 DN80 PN10 Pneumatic Operated
KGVFL100 DN100 PN10 Bareshaft

KGVFL100 DN100 PN10 Handwheel Operated
KGVFL100 DN100 PN10 Pneumatic Operated
KGVFL150 DN150 PN10 Bareshaft

KGVFL150 DN150 PN10 Handwheel Operated
KGVFL150 DN150 PN10 Pneumatic Operated
KGVFL200 DN200 PN10 Bareshaft
KGVFL200 DN200 PN10 Handwheel Operated
KGVFL200 DN200 PN10 Pneumatic Operated
KGVFL250 DN250 PN10 Bareshaft
KGVFL250 DN250 PN10 Handwheel Operated
KGVFL250 DN250 PN10 Pneumatic Operated
KGVFL300 DN300 PN10 Bareshaft
KGVFL300 DN300 PN10 Handwheel Operated
KGVFL300 DN300 PN10 Pneumatic Operated
KGVFL350 DN350 PN10 Bareshaft
KGVFL350 DN350 PN10 Handwheel Operated
KGVFL350 DN350 PN10 Pneumatic Operated
KGVFL400 DN400 PN10 Bareshaft
KGVFL400 DN400 PN10 Handwheel Operated
KGVFL400 DN400 PN10 Pneumatic Operated

AAVS— Absolute Actuator & Valve Sales - Specifications per manufacturer's data. Confirm critical dimensions at time of order. Pricing available on request.
sales@aavs.co.za - +27 81477 3099 - +27 81538 6529 - aavs.co.za



